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Current Transformer
Description
Transformer suitable for primary current by cable with maximum 
diameter 21mm or by horizontal bar 20x10 -30x10 mm; vertical bar 
20x10 mm

Specifications

Environmental Conditions

Primary Class
0.5

Class 
1

Class 
3 Secndary Class Weight

A VA VA VA 5A Kg

40/5A 1 1.5 TA3E - 40 A 0.3

50/5A 1 2 TA3E - 50 A 0.3

60/5A 1 2 TA3E - 60 A 0.3

75/5A 1.5 2.5 3 TA3E - 75 A 0.3

80/5A 1.5 2.5 3 TA3E - 80 A 0.3

100/5A 2.5 5 7 TA3E - 100 A 0.3

120/5A 2.5 5 7 TA3E - 120 A 0.3

125/SA 2.5 5 7 TA3E - 125 A 0.3

150/SA 5 7 10 TA3E - 150 A 0.3

200/SA 5 7 10 TA3E - 200 A 0.3

250/5A 5 7 10 TA3E - 250 A 0.3

300/5A 5 7 10 TA3E - 300 A 0.3

400/5A 5 7 10 TA3E - 400 A 0.3

500/5A 5 7 10 TA3E - 500 A 0.3

Maximum peak ambient temperature 55°C

Wet bulb temperature at 55°C 32°C

Minimum ambient temperature 0°C

Design ambient temperature for outdoor
installations (in the shade) 60°C

Maximum metal temperature in the sun 85°C

Maximum barometric pressure 1030 mbar

Minimum barometric pressure 970 mbar

Maximum ambient humidity 100%

Minimum ambient humidity 20%

Maximum annual rainfall 150 mm

Minimum annual rainfall 35 mm

Maximum rate of rainfall 35 mm/15 min.

Maximum wind velocity 160 km/h


